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BUREAUOF LANDMANAGEMENT UTU-67455
APPLICATIONFOR PERMITTO DRILL,DEEPEN, OR PLUG BACKO. lF INDIAN,ALLOTTEEORTRIBENAME

la TYPEOF WORK 08

DRILL DEEPEN PLUG BACK 7. UNITAGREEMENTNAME
B TYPEOF WELL 08

OIL GAS ""'""= 8. FARM OR LEÁSËNAME
WELL WELL OTHER ZONE MULTIPLEZONE AS

2. NAME OF OPERATOR 9. WELL NO.
McElvain Oil and Gas Properties, Inc. Hanging Rock Fed. 12-15

3. ADDRESS OF OPERATORS 10. FIELDORLEASENAME
1050 17th Street, Suite 1800. Denver CO 80265 Oil Springs

4. LOCATIONOF WELL (Report location clearlyand in accordance withany State requirement) 11. Sec., T , R., M., OR BLK

atsua.c. 971'FSL, 1,986'FEL gµ>SC Vy 12f y 3#,773K3 MDSURVEYORAREA

At proposed pmd. 2one ' 10 9. MP 9 Section 12, T128, R23E
14.DISTANCEIN MILESANDDIRECÝ\ONFROMNEARESTTOWNOR POST OFFICE* 12. COUNTYORPARISH 13,STATE

65.7 MILESSOUTHOF VERNAL, UTAH Uintah Utah
lä DIBIANGE FHUM PHUPOUtDLUU. 10 NEAREsl PROP. UN LhABI- 16. NO UE AGRES IN LEA5k 17. NO. OF AGEES ASSIGNEU
LINE , FT. (Also to nearest drig. Unitline, if any) TO THIS WELL

971' 040 160
16.DISTANCEFROM PROPOSEDLOCAflON* 19. PROPOSEDDEPTN 20. ROTARYOR CABLE ÝOOLS
TO NEARESTWELL,DRILLINGCOMPLETED.

OR APPUED FOR, ON THISLEASE,FT 1,700' 4,174 Rotary
21. ELEVATION(SHOW WHETHEROF. RT, GR, etc ) 22. APPROX. DATEWORKWILL START

6,034' GL ASAP
PROPOSED CASING ANDCEMENT PROGRAM

812EOF HOLE SIZEOF CASING WEIÒ¾T PER FÒOT SETTINGDEPTH QUANTifYOF CEMEN1

12 114" 9 SIB" 32.3 300 230 sk
7 7I8" 4 1/2" 10.5 4,171 480 sk

IN ABOVESPACEDESCRIBEPROPOSED PROGRAM Nproposed in 10 deepen or plug back, givedata on proposed productive zone and proposed new
ploductivezone Wproposal is to drill or deepen directional, givepertinent data on subsurface location and measure and true vertical depths. Give

4

TURE TITLE
Agent

DATE

P

APPRØVED BY TifLE 100 DATE
CONDITIONS OF APPROVAL, IF ANY

Approved by the
Utah Division of

*See Instructions on Reveme Side Oil,Gas and Minin
Title 18 U. S. C. Section 1001,makesit a crimefor anyperson knowingly and willfullytomake toany department or agency of the
UnitedStates any false, fletitiousor fraudulentstatements or representations as to anymatterwithinits jurisdiction o :
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By: a



RR McELVAIN OIL & GAS PROP., INC.T12S, R23E, S.L.B.&M. as24 Well location, HANGING ROCK FEDERAL#12-15,
EE located as shown in the SW 1/4 SE 1/4 of

,",
to

,, Section 12, T12S, R23E, S.L.B.&M. Uintoh
County Utah.

BASIS OF ELEVATIONN89 45'W - 39.97 (G.L.O.) HB979'25"W 2630.93' (Meas.)
BENCH MARK 87 EAM LOCATED NEAR A ROAD INTERSECTIONc mPac IN THE SW 1/4 OF SECTION 1, T12S, R23E, S.L.B.&M. TAKEN

or stmas FROM THE ARCHY BENCH SE QUADRANGLE,UTAH, UINTAH
COUNTY, 7.5 MINUTE QUAD. (TOPOGRAPHIC MAP) PUBLISHED

UNE TABLE BY THE UNITEDSTATES DEPARTMENTOF THE INTERIOR,
UNE BEARING LENGTN GEOLOGICALSURVEY. SAID ELEVATIONIS MARKED AS BEING

L1 NOO'23'44"( 532.25' 5887 FEET.
L2 NOOU7'gS"W 537.05°

L3 NOOT5'57"E 534.57 1

N
PRe of Stones

- 'r------ Sec. 7
o - I - -

SCALE
o

CERTIFICATE
THIS IS TO CERT1FYTHAT THE ABOVE PLAT WAS PREPARED FROM
FIELD NOTES OF ACTUALSURVEYS MADEBY ME OR UNDER MY
SUPERVISIONAND THAT THE SAME ARE TRUE AND CORRECT TO THE

s'
----- BEST OF MY KNOWLEDGEAND

HAHG/NGROCK EEDERAL/12-15
REGISTEREDLAND SUR ORElev. Ungraded Ground = 6034 SW Car Sec 7 REðlgTRA110NNO. 16 319 -

Set Marked Stone STATÈ*g¿UTAH

] AH RGINEERING & IAND SJRVEYING1922 &on coP 1922 Brass capf·3 HIA t.o' Hi¢ 85 SOUTH 200 EAST - VERNAL, UTAH 84078N89°43'W
- 39.89 (G.L.O.) NB908'55"W 2628.87' (Meas.)

' '
(435) 789-1017

BASIS OF BEARINGS SCALE DATE SURVEYED: DATE DRAWN:LEGEND: BASIS OF BEARINGS IS A G.P.S. OBSERVATION. 1" = 1000' 05-28-03 06-05-03
(AUTONOMOUSNAD 83) PARTY REFERENCES

=
90° SYMBOL D.K J.A D.R.B G.L.O. PLATO LATITUDE=

39°47'00.48" (39.783467)= PROPOSED WELL HEAD. WEATHER FILE
A = SECTIONCORNERS LOCATED. LONGITUDE=

109°17'21.40" (109.289278) WARM McELVAINOIL & GAS PROP.,
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• SELF-CERTIFICATION STATEMENT

The following self-certification statement is provided per Federal requirements
dated June 15, 1988.

Please be advised that McElvain Oil and Gas Properties, Inc. are considered to be
the operator of the following well.

Hanging Rock Fed 12-15
SW 1/4, SE 1/4, Section 12, T. 12, R. 23 E.
Lease UTU-57455
Uintah County, Utah

McElvain Oil and Gas Properties, Inc. is responsible under the terms and conditions
of the lease for the operations conducted upon the lease lands.

Bond LMP-4138223 provides state wide bond coverage on all Federal lands.

William A. Ryan
Agent
Rocky Mountain Consulting
350 S. 800 E.
Vernal UT 84078
435-789-0968 Office
435-828-0968 Cell
435-789-0970 Fax
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Ten Point Plan

McElvain Oil & Gas Properties Inc.

Hanging Rock Fed. 12-15

Surface Location SW ¼, SE ¼, Section 12, T12S, R23E

1. Surface Formation:

Green River

2. Estimated Formation Tops and Datum:

Formation Depth Datum Twe Zone Max. Press
Green River Surface +6,046' KB
Green River Oil Shale 421' +5,625'
Uteland Butte Limestone 2,421' +3,625'
Wasatch 2,521' +3,525' Gas 1,200 psi
Mesaverde 4,121' +1,925' Gas 1,900 psi
T.D. 4,171' +1,875'

3. Producing Formation Depth:

Formation objective includes both the Wasatch and Mesaverde

4. Proposed Casing:

Hole Hole Csg Setting Casing
Size Interval Size Depth New/Used
12 ¼ O'-320' 9 5/8 300'-320 New
7 7/8 320'- TD 4 ½ T.D. New

Minimum Safety Factor

Csg Csg Csg Csg Csg Csg Csg
Size Wt./Ft Grade Thread Collapse Burst Tensile
9 5/8 32.3 H-40 ST&C 8rd 1,370 psi 2,270 psi 250,000#
4 ½ 10.5 J-55 ST&C 8rd 4,010 psi 4,790 psi 146,000#

If conductor drive pipe is used, it will be left in place if its total length is less than 20 feet below
the surface. If the total length of the drive pipe is equal to or grater than 20 feet, it will be pulled
prior to cementing surface casing, or it will be cemented in place. The minimum diarneter of the
conductor drive pipe will be 13 3/8".



Cement Program:

Casing Cement Cement Cement Cement
S_ize Tvpe Amount Yield Weight

9 5/8 Premium Plus 230 sks. +/- 1.18 cu. ft./sk. 15.6 lbs./gal.
2% Calcium Chloride
.25 lb/sk. Cello Flake

Guide Shoe, 1jt, Baffle, 3 Centrilizers, (Center 1" jt, top fist jt, top second jt)

4 ½ Lead. (2800'-surface)
Hi Fill V cmt 200 sks. +/- 3.85 cu. ft./sk. 11.0 lbs./gal.
16% Gel
1% EX-1
5#/sk Gilsonite
1.5#/sk Granulite
.2%

HR-7
3% Salt

Tail (T.D.-2,800')
Thixotropic 260 sks. +/- 1.52 cu. ft./sk. 14.2 lbs./gal.
2% gel
.5% Halad
.3%

CFR-3
2% Micro-Bond
.1% Super CBL

5. BOP and Pressure Containment Data:

The anticipated bottom hole pressure will be less than 2,000 psi.

A 2000-psi WP BOP system as described in the BOP and Pressure Containment Data (attached)
will be installed and maintained from the 9 5/8" surface casing. The BOP system including the
casing will be pressure tested to the minimum standards set forth in "On Shore Order #2". The
BOP will be mechanically checked daily during the drilling operation.

6. Mud Program:
Mud weight Viscosity Fluid Loss

Interval lbs./gal. Sec./Qt. Ml/30 Mins. Mud Tvpe

0-320 Air ---- No Control
320-1,950 Water ---- No Control Water/Gel
1,950-T.D. 9.0-9.7 30 8-10 Water/Gel



7. Auxiliary Equipment:

Upper Kelly Cock, full opening stabbing valve, 2 1/2" choke manifold and pit level indicator.

8. Testing, Coring, Sampling and Logging:

a) Test: None are anticipated.

b) Coring: There is the possibility of sidewall coring.

c) Sampling: Every 10' from 1,950' to T.D.

d) Logging: Type Interval
Array Induction-Gamma Ray-SP-Caliper T.D. to Surf. Csg
High Resolution Spectral Density-PEF T.D. to Surf. Csg
Compensated Neutron, Microlog T.D. to Surf. Csg

9. Abnormalities (including sour gas):

No abnormal pressures, temperaturesor other hazards are anticipated. Oil and gas shows are
anticipated. Other wells drilled in the area have not encountered over pressured zones or H2S.

Operator requests a variance to regulations requiring a straight run blooie line (When possible a
straight run blooie line will be used).

Operator requests a variance to regulations requiring an automatic ignitor or continuous pilot
light on the blooie line.

Operator requests a variance to regulations requiring the blooie line be 100' in length. To
reduced location excavation, the blooie line will be 75' in length.

10. Drilling Schedule:

The anticipated starting date is August 1,2003. Duration of operations expected to be 7 days.



McELVAIN OIL AND GAS PROPERTIES, INC

13 POINT SURFACE USE PLAN

FOR WELL

HANGING ROCK FED. 12-15

LOCATED IN

SW 1/4, SE 1/4

SECTION 12, T. 12 S., R. 23 E., S.L.B.&M.

UINTAH, UTAH

LEASE NUMBER: UTU-57455

SURFACE MANAGER/OWNER:

BUREAU OF LAND



1. Existing Roads

To reach the McElvain Oil and Gas
Properties, Inc. well Hanging Rock 12- Upgrading and new construction will start at
15, in Section 12, T12S, R23E, from this point.
Vernal, Utah:

Starting in Vernal, Utah proceed in an 2. Planned access road
easterly, then southerly direction from
Vernal Utah along U.S. State Highway 40 The proposed location will require
approximately 4.0 miles to the junctionof approximately (.5miles +/-) 2,640 feet of
State Highway 45; exit right and proceed new road construction.
in a southerly, then southeasterly
direction approximately 36.0 miles to The new road will be built to the following
Bonanza, Utah proceed in a southerly standards:
direction approximately 5.0 miles to mile
marker 1. You will exit left (south) off of A) Approximate length 2,640 Ft.
the paved road onto a gravel road. A B) Right of Way width 30 Ft.
BLM sigh will indicate this is the access Running surface 18 Ft.
road to Douglas Pass. Proceed south on C) Maximum grade 5%
the gravel road approximately 3 miles to D) Turnouts None
a Y in the road (Greeks Corral) stay E) Major cuts and fills None
right. Proceed 8 miles to the Rainbow F) Culvert None
junction. Stay right on the Kings Well G) Surfacing material Native Soil
road proceed in southwesterly direction H) Fence crossing None
approximately 7.7 miles to the junction of I) Road flagged Yes
this road and an existing road to the J) Access road surface manager/owner
south; turn left and proceed in a BLM
southerly direction approximately 0.6 K) Pipe line crossing None
miles to the beginning of the proposed
access road. L) Stream crossings None

M) All new construction on lease
Total distance from Vernal, Utah to the Yes
proposed well location is approximately
65.7 miles. Please see the attached location Map B for

additional details.
All existing roads to this point are State or
County Class D roads. A right of way will n.ot be required for the

proposed access road.
No new construction or upgrading will be
required on the existing roads. Access roads and surface disturbing

activities will conform to standards outlined
Please see the attached map B for additional in the Bureau of Land Management and
details. Forest Service publication: Surface

Operating Standards for Oil and Gas



Exploration and Development, (1989). This Section 11, T12S, R23E
is also referred to as the Gold Book.

HR 1-16
The road will be constructed to meet the Section 1, T12S, R23E
standards of the anticipated traffic flow and
all-weather road requirements. Construction HR 7-6
shall include ditching, draining, graveling, HR 7-10
crowning, and capping the road bed as Section 7, T12S, R24E
necessary to provide a well constructed safe
road. Prior to construction, the road shall be G) Shut in well None
cleared of any snow cover and allowed to H) Injection well None
dry completely. Travel off the 30 foot right- I) Monitoring or observation well None
of-way will not be allowed. Road drainage
crossings shall be of the typical dry creek Please see the attached map C for additional
drainage crossing type (unless specified details.
differently). Crossings will be constructed
so they will not cause siltation or 4. Location of tank batteries, production
accumulation of debris in the drainage facilities, and production gathering
crossing nor shall the drainages be blocked service lines.
by the roadbed. Erosion of the drainage
ditches by runoff water shall be prevented A) Production Facility
by diverting water off at frequent intervals
by means of cutouts. Upgrading will not be All production facilities are to be
conducted during muddy conditions. Should contained within the proposed location
mud or dust holes develop, they will be site. Please see the attached plat for a
filled in and detours around them avoided. typical gas well equipment and piping

plan.
3. Location of existing wells

All permanent (on site for more than six
The following wells are located within a one months or longer) structures constructed
mile radius of the location site. or installed will be painted a Olive

Black color. Facilities required to
A) Water well None comply with O.S.H.A. (Occupational
B) Abandoned well None Safety and Health Act) will be excluded.
C) Temp. abandoned well None The required paint color is Olive Black
D) Disposal well None 5WA 20-6.
E) Drilling/Permitted well None
F) Producing well Nine All tanks will be surrounded by a dike of

HR 12-2 sufficient capacity to contain the storage
HR 12-4 capacity of the largest tank in the
HR 12-8 battery. The integrity of the dike will be
HR 12-9 maintained.
HR 12-12
Section 12, T12S, R23E If the well is capable of economic

production a gas gathering line will be
HR 11-8 required.



gathering line. The pipeline will be welded
on location and pulled to the tie in point.

B. Gas Gathering Line The line will then be boomed off to the
side of the road.

The Operator proposes building approximate
2,200 feet of steel gas gathering line if an The gas meter run will be located within
economic well is drilled and completed. 500' of the well head. The gas line will be
The gathering line will start at the proposed buried or anchored down from the well head
location and be constructed to a tie in point to the meter. Meter runs will be housed
on an existing gathering line in Section 12, and/or fenced.
T12S, R23E.

The gas meter will be calibrated and the
Please see map D for gathering line tanks strapped in place prior to any
location. deliveries. All measurement facilities will

conform to API (American Petroleum
All gathering line construction will be on Institute) and AGA (American Gas
lease. The gathering line will nott require Association) standards for gas and liquid
an off lease right-of-way. hydrocarbon measurement.

The line will be a 2" steel line. 5. Location and type of water supply

Max operating pressure will be 500 psi. Water for drilling and cementing the subject
well will be trucked from Rose Wood

The operating temperature of the gathering Resources flowing water well, Well # 5A .

system will reflect the day and nighttime In Section 24, T11S, R23E. Water permit
ambient temperature of the area. number 49-1547.

There are no plans for additional
compression or pumping stations at this 6. Source of construction materials
time.

All construction material for this location
An archeological survey will be conducted site and access road shall be borrow material
along the pipeline access rout. accumulated during construction of the

location site and access road. Additional
The gathering line will not be road gravels or pit lining material will be
hydrostatically tested. obtained from private sources.

The surface line will be removed when there 7. Methods for handling waste disposal
is no need for the gathering line. Prior to
removing the line an onsite will be held with A) Pit construction and liners:
the BLM to insure removal and reclamation
will conform to all applicable BLM The reserve pit will be approximately 8-
regulations and requirements. 10 ft. deep and most of the depth shall be

below the surface of the existing ground.
There will be no additional surface Please see the attached plat for details.
disturbances required for the installation of a



The reserve pit w_iillbe lined. A felt After the drilling and work over rig is
liner will also be used. moved off the location the well site area

will be cleaned and all refuse removed.
If a plastic liner is required by the BLM
or used by the operator it will be a nylon F) Hazardous Material Statement
reinforced liner. It will b'e a minimum of
12 mil thickness with sufficient bedding No chemicals subject to reporting under
(i.e. weed free straw, or hay; felt; or soil) SARA Title III (hazardous materials) in
to cover any rocks. The liner will an amount greater than 10,000 pounds
overlap the pit walls and be covered with will be used, produced, stored,
dirt and/or rock to hold it in place. No transported, or disposed of annually in
trash, scrap pipe, etc., that could association with the drilling, testing, or
puncture the liner will be disposed of in completion of the well. Furthermore,
the pit. extremely hazardous substances, as

defined in 40 CFR 355, in threshold
The pit will be used to hold non- planning quantities, will not be used,
flammable materials such as cuttings, produced, stored, transported, or
salt, drilling fluids, chemicals, produced disposed of in association with the
fluids, etc. drilling, testing or completion of the

well.
B) Produced fluids:

8. Ancillary facilities
Produced water will be confined to the
reserve pit, or if deemed necessary, a There are no ancillary facilities planned at
storage tank for a period not to exceed this time and none are foreseen for the
90 days after initial production. future.
Produced water after initial production
will be trucked to an authorized disposal 9. Well-site layout and location.
pit or injection well.

The proposed location has been staked at
C) Garbage: 971' FSL, 1,965' FEL. The location has

been moved outside the normal drilling
A trash cage fabricated from expanded window spacing due to the operators
metal will be used to hold trash on attempt to remain off steep slopes and out
location. All trash will be removed to an of the two drainages.
authorized land fill location.

Well-site layout
D) Sewage:

Location dimensions are as follow:
A portable chemical toilet will be
supplied for human waste. A) Pad length 325 ft.

B) Pad width 170 ft.
E) Site clean-up: C) Pit depth 8 ft.

D) Pit length 135 ft.
E) Pit width 45-105 ft.
F) Max cut 17.9 ft.



G) Max fill 6.0 ft.
H) Total cut yds. 25,350 cu. yds. Prior to construction of the location, the top
I) Pit location south side 6 inches of soil material will be stripped off
J) Top soil location corner 6 the location and the pit area. The topsoil
K) Access road location north side removed and piled will amount to
L) Flare pit corner C approximately 1,000 cubic yards of material.

Topsoil will be stockpiled in one distinct
Please see the attached location diagram for pile. Placement of the topsoil is noted on
additional details. the attached location plat. The topsoil pile

from the location will be seeded as soon as
The reserve pit fencing will be on three sides the soil is stock piled with the seed mix
during drilling operations and on the fourth listed. When all drilling and completion
side when the rig is moved off the location. activities have been completed and the pit
Pits will be fenced and maintained until back-filled the topsoil from the pit area will
clean-up. be spread on the pit area. The pit area will

be seeded when the soil has been spread.
All pits will be fenced according to the The unused portion of the location (the area
following minimum standards: outside the dead men) will be recontoured.

A) Thirty nine inch net wire shall be used The dirt contractor will be provided with an
with at least one strand of wire on top of approved copy of the surface use plan prior
the net wire. Barbed wire is not to construction activities.
necessary if pipe or some type of
reinforcement rod is attached to the top A) Producing location
of the entire fence.

Changes to the drainage during the
B) The net wire shall be no more than 2 construction activities shall be restored

inches above the ground. The barbed to its original line of flow or as near as
wire shall be 3 inches above the net possible when the pit is back-filled
wire. Total height of the fence shall be
at least 42 inches. All disturbed areas will be recontoured

to the approximate natural contours.
C) Corner posts shall be cemented and/or Prior to back filling the pit the fences

braced in such a manner to keep the around the reserve pit will be removed.
fence tight at all times.

The reserve pit will be reclaimed within
D) Standard steel, wood or pipe posts shall 90 days of well completion. If the

be used between the corner braces. reserve pit has not dried sufficiently to
Maximum distance between any two allow back filling, an extension on the
posts shall be no greater than 16 ft. time requirement for back filling the pit

will be requested. Once reclarnation
E) All wire shall be stretched by using a activities have begun, they shall be

stretching device before it is attached to completed within 30 days.
the corner posts.

10. Plans for restoration of the surface



If a plastic nylon reinforced line is used, Location Bureau of Land Management
it shall be turned and perforated before Access road Bureau of Land Management
backfilling of the reserve pit. Pipeline Bureau of Land Management

After the reserve pit has been reclaimed, 12. Other information

no depressions in the soil covering the
.

'

reserve pit will be allowed. The A) Vegetation:
objective is to keep seasonal rainfall and
run off from seeping into the soil used to The vegetation coverage is slight. The
cover the reserve pit. Diversion ditches majority of the existing vegetation

and water bars will be used to divert run consists of sage brush. Needle &
off as needed. thread, Wheat grass and Indian rice

grass are also found on the location.
When restoration activities have been
completed, the location site and new B) Dwellings:

access road cuts and shoulders shall be
reseeded. Prior to reseeding, all There are no dwellings or other facilities
disturbed areas will be scarified and left within a one mile radius of the location.
with a rough surface.

C) Archeology and Paleontology :

a) Seeding dates:
The location abeensurveyed. A copy

Seed will be spread when the top soil of the surveys will be forwarded to your

is stock piled and when reclamation office.

work is performed.
If, during operations, any archaeological

b) Seed Mix or historical sites, or any objects of
antiquity (subject to the antiquities act of

The seed mix and quantity required June 8, 1906) are discovered, all
will be; operations which would effect such sites

will be suspended and the discovery
Winter Fat 3#lacre reported promptly to the surface
Needle & Thread 3#lacre management agency.
Indian Rice Grass 3#lacre
Slender Wheat Grass 3#lacre D) Water:

B) Dry Hole/Abandoned Location The nearest live water is Bitter Creek
4.5 Miles west of the proposed

At such time as the well is plugged and location.
abatidoned, the operator will submit a
subsequent report of abandonment and E) Chemicals:
the BLM will attach the appropriate
surface rehabilitation conditions of No pesticides, herbicides or other
approval- possible hazardous chemicals will be

used without AO approval.
11. Surface Manager/Owner:

F) Notification:



west side of the location. All fluids will
The Bureau of Land Management will be be removed from the pit within 48 hours
notified as follows. of occurrence.

a) Location construction H) Wildlife
At least forty eight (48) hours prior to
construction of location and access MvElvain voluntarily will restrict drilling
roads and surface disturbing activities. No

b) Location completion drilling and surface disturbing activities
Notification will be given 24 hr prior will be conducted between November15
to moving the drilling rig on location. and April 1, 2004.

c) Spud notice
At least twenty-four (24) hours prior I) Onsite
to spudding the well.

d) Casing string and cementing Onsite Date: june 17, 2003
At least twenty-four (24) hours prior
to running casing and cementing all Onsite attendants:
casing strings. Stephanie Howard

e) BOP and related equipment tests Dixie Saddler
At least twenty-four (24) hours prior Bill Ryan
to initial pressure tests.

f) First production notice Onite Date: May, 2003
Within five (5) business days after the
new well begins, or production Onsite attendants:
resumes after well has been off Uintah Engineering
production for more than ninety 90 Floyd Bartlett
days. Bill Ryan

g) Completion and work over
At least twenty-four (24) hours prior 13. Lessees or Operator's representative and
to moving the rig on location. certification

Bureau of Land Management A) Representative
435-781-4400
Ed Forsman 435-828-7874 William A. Ryan
Kirt Fleetwood 435-828-7875 Agent
BLM Fax 435-781-4410 Rocky Mountain Consulting

350 South 800 East
Vernal, Utah 84078

Division of Oil, Gas, and Mining.
801-538-5340 Office 435-789-0968

Fax 435-789-0970

G) Flare pit: Cellular 435-828-0968
E-Mail rmcwar@hotmail.com

The flare pit will be located in corner C
of the reserve pit out side the pit fence All lease operations will be conducted in
and 100 feet from the bore hole on the such a manner that full compliance is

made with all applicable laws and



regulations. The operator is fully
responsible for the actions of his
subcontractors. A copy of these
conditions will be furnished to the field
representative to ensure compliance.

This drilling permit will be valid for a
period of one year from the date of
approval. After permit termination, a
new application will be filed for
approval for any future operations.

B) Certification

I hereby certify that I, or persons under
my direct supervision, have inspected
the proposed drill-site and access route,
that I am familiar with the conditions
which presently exist, that the statements
made in this plan are, to the best of my
knowledge and belief, true and correct,
and that the work associated with the
operation proposed herein will be
performed by McElvain Oil and Gas
Properties, Inc. and its contractors and
subcontractors in conformity with this
plan and terms and conditions with this
plan and the terms and conditions under
which it is approved.

Date June 18, 2003

William A. Ryan, Agen
Rocky Mountain Consulting



ELVAIN OIL & GAS PROP., ÍNC. J'IGURE #1
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McELVAIN OIL & GAS PROP., INC.
HANGING ROCK FEDERAL #12-15

LOCATED IN UINTAH COUNTY, UTAH
SECTION 12, T12S, R23E, S.L.B.&M.
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June 18, 2003 Re: Hanging Rocked Fed.12-15
SW/SE, Sec. 12, T12S, R23E
Lease No. UTU-57455

Utah Division of Oil Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, UT 84114-5801

Dear Sirs:

McElvain Oil & Gas Properties, Inc. respectfully requests a spacing exception for the
subject well. The well was originally requested for the center of the SW ¼ of the SE ¼.
The location was moved due to topographic considerations; erosion potential, major and
minor drainage's, access and wildlife conditions. The location was onsited with the BLM
on June 17, 2003. Stephanie Howard, Dixie Saddler from the BLM and Bill Ryan,
Agent for McElvain, were present. Floyd Bartlett with the Division of Wildlife was
present when the location was staked. All parties agreed with the site location.

The well is located 971' FSL, 1,965' FEL in Sec. 12, T12S, R23E.

If you have additional questions please contact:

William (Bill) Ryan
Rocky Mountain Consulting RECEIVED
Agent

435-789-0968 Office DWOF on.,GAs a 42435-828-0968 Cellular
435-789-0970 Fax



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 07/08/2003 API NO. ASSIGNED: 43-047-35085

WELL NAME: HANGING ROCK FED 12-15

OPERATOR: MCELVAIN OIL & GAS ( N2100 )

CONTACT: WILLIAM RYAN PHONE NUMBER: 435-789-0968

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWSE 12 120S 230E

SURFACE: 0971 FSL 1965 FEL Tech Review Initials Date

BOTTOM: 0971 FSL 1965 FEL Engineering
UINTAH

OIL SPRINGS ( 635 ) Geology

LEASE TYPE: 1 - Federal Surface

LEASE NUMBER: UTU-57455

SURFACE OWNER: 1 - Federal LATITUDE: 39.78353

PROPOSED FORMATION: MVRD LONGITUDE: 109.28848

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

l' Plat R649-2-3.

y' Bond: Fed[1] Ind[] Sta[] Fee[]
Unit

(No. LMP-4138223 )
kÍ Potash (Y/N) R649-3-2. General

61 Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

l' Water Permit R649-3-3. Exception
(No.49-1547 )

f( RDCC Review (Y/N)
Drilling Unit

(Date: ) Board Cause No:
Eff Date:

/ Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: '
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July 18, 2003 Re: Hanging Rocked Fed.12-15
SW/SE, Sec. 12, Tl2S, R23E
Lease No. UTU-57455

Utah Division of Oil Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, UT 84114-5801

Dear Sirs:

Per our conversation July 18, 2003 McElvain Oil & Gas Properties, Inc. respectfully
reports that McElvain Oil & Gas Properties, Inc are the mineral lease holder off all land
in a 460' radius of the proposed location.

The well is located 971' FSL, 1,965' FEL in Sec. 12, T12S, R23E.

If you have additional questions please contact:

William (Bill) Ryan
Rocky Mountain Consulting
Agent

435-789-0968 Office
435-828-0968 Cellular
435-789-0970 Fax
rmcwar@hotmail.com

RECEIVED
JUL302W3

DIV.0F OIL,GAS&



Stateof Utah -

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt
Governor PO Box 145801

Kathleen Clarke Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

July 31, 2003

McElvain Oil & Gas Properties, Inc.
1050 17th Street, Suite 1800
Denver, CO 80265

Re: Hanging Rock Federal 12-15 Well, 971' FSL, 1965' FEL, SW SE, Sec. 12, T. 12 South,
R. 23 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative approval of
the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-047-35085.

Sincerely,

J hn R. Baza
Associate Director

pab
Enclosures

cc: Uintah County Assessor
Bureau of Land Management, Vernal District



Operator: McElvain Oil & Gas Properties, Inc.

Well Name & Number Hanging Rock Federal 12-15

API Number: 43-047-35085
Lease: UTU-57455

Location: SW SE Sec. 12 T. 12 South R. 23 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



Forn 316 SUBMIT IN TRIPUCATE•

. 4 UNLD STATES
DEPARTMENT OF THE INTERIOR S.LEASEDESIGNATIONANDSERIALNO.

BUREAUOF LANDMANAGEMENT UTU-57455
APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK6.iFINDIAN,ALLOTTEEORTRIBENAME

la TYPE OF WORK 08

DRILL DEEPEN PLUG BACK 7.UNITAGREEMENTNAME
B TYPE OF WELL 08

OIL GAS aime 8. FARM OR LEASENAME

WELL WELL OTHER ZONE ULTIPLE ZONE 08

2. NAME OF OPERATOR 9. WELL NO.
' McElvain Oil and Gas Properties, Inc. Hanging Rock Fed. 12-15

3. ADDRESSOF OPERATORS 10. FIELD OR LEASENAME

1050 17th Street, Suite 1800. Denver CO 80265 011Springs
4. LOCATIONOF WELL (Report location clearlyand in accordance withany State requirement) 11. Soc.,T., R., M., OR BLK

at.urt.o. 971' FSL, 1,965' FEL ANDSURVEY OR AREA

At proposed prod. 2one O Section 12, T12S, R23E
14. DiSTANCEINNÍlLESANDDIRECTIONFROMNEARESTTOWNORPOST OFFICÊ* 12. COUNTYOR PAÑ\SH 13. SIAl E

65.7 MILESSOUTH OF VERNAL,UTAH Uintah Utah
16. DI51ANGE FNUM PHUPOSEDLOC. 10 NE:AMESI PROP. OR U:ASE 16. NU. OF ACHES IN LEASE 17. NU. OF ACLE5 ASSIGNED
LINE , FT. (Also to nearest drig. Unitline, if any) TO THIS WEi.L

971' 040 160
16. DISTANCE FROM PROPOSÈD LOCATION* 19.PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEARESTWELL,DRILt.INGCOMPLETED.

OR APPUED FOR,ON THISLEASE,FT. 1,700' 4,171 Rotary
21. ELEVATION (SHOW WHETHER DF. RT, GR, etc) 22. APPROX. DATE WORKWILL START

6,034' GL ASAP

PROPOSED CASINGANDCEMENTPROGRAM
SizE OF HOLE SIZEOF CASING WEIGHTPER FÒOT SETTINGDEPTH QUANTITYOF CEMENT

12 1/4" 9 5/8" 32.3 300 230 sk
7 7/8" 4 1/2" 10.5 4,171 460 sk

UL -7 2003

RECEIVED
SEP12g

OF OIL,GAS&y
IN ABOVESPACEDESCRIBEPROPOSED PROGRAM 17proposed in to deepen or plug back, give dala on proposed productive zone and proposed new
productivezone. If proposal is to drill or deepen directional, give pertinent data on subsurface location and measure and true vertical depths. Give

S TU TITLE
Agent

DATE

( I nis space for Feaeral or Name umce use)

NOTICEOFAPPROVAL
PERMITNO APPROVAL DATE

AssistantField Manager
APPROVED BY TITLE MineralResources DATE

CONDITIONS OFAPP O L,

*See Instructions on Reverse Side
Title 18 U. S. C. Section 1001,makes it a crime for any person knowingly and willfullyto maketo any departmentor agency ofthe
United States any falso, fictitious or fraudulentstatements or representations as to any matterwithinits jurisdiction.

CONDITIONSOFAPPROVAL



COAs Page 1 of 7
Well No.: HANGING ROCK FEDERAL 12-15

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: McElvain Oil & Gas Properties Inc.

Well Name & Number: HANGING ROCK FEDERAL 12-15

API Number: 43-047-35085

Lease Number: UTU - 57455

Location: SWSE Sec. 12 TWN: 12S RNG: 23E

Agreement: N/A

For more specific details on notification requirements, please check the Conditions of Approval
for Notice to Drilland Surface Use



COAs Page 2 of 7
Well No.: HANGING ROCK FEDERAL 12-15

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certifythat the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Submit an electronic copy of all logs run on this well in LAS format. This submission will
replace the requirement for submittal of paper logs to the BLM.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearinq Zones are
Expected to be Encountered

Report A_LLwater shows and water-bearing sands encountered to John Mayers of this
office prior to setting the next casing string or requesting plugging orders. Faxed copies
of State of Utah form OGC-8-Xare acceptable. Ifnoticeable water flows are detected,
submit samples to this officealong with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLMat onsite)
encountered during drilling will be recorded by depth and adequately protected. Alloil
and gas shows willbe tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimumrequirements of Onshore Oil
and Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M
system and individual components shall be operable as designed. Chart recorders shall
be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

Ifan air compressor is on location and is being utilized to provide air for the drilling
medium while drilling, the special drilling requirements in Onshore Oil and Gas Order No.
2, regarding air or gas drilling shall be adhered to. If a mist system is being utilized then
the requirement for a deduster shall be waived.

3. Casinq Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of one
centralizer per joint. Surface casing setting depths are based on ground level elevations
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As a minimum, the usable water and other valuable resources shall be isolated and/or
protected by having a cement top for the production casing at least 200 ft. above the top
of the Mahogany oil shale, identified at 535 ft. If gilsonite is encountered while drilling, it
shall be isolated and/or protected via the cementing program.

4. Mud Proqram and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste will not be used in drilling, testing, or
completion operations.

No chromate additives will be used in the mud system on Federal and Indian lands
without prior BLMapproval to ensure adequate protection of fresh water aquifers.

5. Corinq, Loqqinq and Testinq Program

Daily drilling and completion progress reports shall be submitted to this office on a
weekly basis.

All DrillStem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate of
flow is stabilized and if adequate lighting is available (i.e., lighting which is adequate for
visibilityand vapor proof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to top of the
cement and shall be utilizedto determine the bond quality for the production casing.
Submit a field copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in
accordance with43 CFR 3164. Two copies of all logs, core descriptions, core analyses,
well-test data, geologic summaries, sample description, and all other surveys or data
obtained and compiled during the drilling, workover, and/or completion operations, willbe
filed with Form 3160-4. Samples (cuttings, fluids, and/or gases) will be submitted when
requested by the AO.

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status
without prior approval of the AO. If operations are to be suspended, prior approval of the
AO will be obtained and notificationgiven before resumption of operations.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
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Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A
or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form
3160-5) to that effect will be filed, for prior approval of the AO, and all conditions of this
approved plan are applicable during all operations conducted with the replacement rig.
The date on which production is commenced or resumed will be construed for oilwells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank,and for which a run ticket is required to be generated
or, the date on which liquid hydrocarbons are first produced into a permanent storage
facility, whichever first occurs; and, for gas wells as the date on which associated liquid
hydrocarbons are first sold or shipped from a temporary storage facility, such as a test
tank, and for which a run ticket is required to be generated or, the date on which gas is
first measured throughpermanent metering facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notifiedwhen
the well is placed in a producing status. Such notificationwill be sent by telegramor
other written communication, not later than five (5) days following the date on which the
well is placed on production.

Gas produced from thiswell may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCF following its completion, whichever occurs first, without
the prior written approval of the Authorized Officer. Should gas be vented or flared
without approval beyond the authorized test period, the operator may be directed to shut-
in the well until the gas can be captured or approval to continue venting or flaring as
uneconomic is granted and the operator shall be required to compensate the lessor for
that portion of the gas vented or flared without approval which is determined to have
been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5(d) shall be submitted to
the appropriate Field Office within 60 days of installation or first production, whichever
occurs first. All site security regulations as specified in Onshore Oil & Gas Order No. 3
shall be adhered to. All product lines entering and leaving hydrocarbon storage tanks will
be effectively sealed in accordance with 43 CFR 3162.7-5 (1).

No well abandonment operations will be commenced without the prior approval of the
AO. In the case of newly drilled dry holes or failures, and in emergency situations, oral
approval will be obtained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, will be filed with the AO withinthirty(30) days following completion of the well for
abandonment. This report will indicate where plugs were placed and the current status
of surface restoration. Final abandonment will not be approved until the surface
reclamation work required by the approved APD or approved abandonment notice has
been completed to the satisfaction of the AO or his representative, or the appropriate
Surface Managing Agency.

7. Other Information

AIIloading lines will be placed inside the berm surrounding the tank battery.
Alloff-lease storage, off-lease measurement, or commingling on-lease or off-lease will
have prior written approval from the
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The oiland gas measurement facilities will be installed on the well location. The oiland
gas meters will be calibrated in place prior to any deliveries and tested for meter
accuracy at least quarterly thereafter. The AO will be provided with a date and time for
the initial meter calibration and all future meter proving schedules. A copy of the meter
calibration reports will be submitted to the Vernal District Office. AIImeter measurement
facilities willconform with Onshore Oil & Gas Order No. 4 for liquid hydrocarbons and
Onshore Oil &Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdictionwillconform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without
prior approval from the AO. Safe drilling and operating practices must be observed. All
wells, whether drilling, producing, suspended, or abandoned will be identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oiland Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royaltyis due anywhere on a lease site or allocated to a lease site,
or resumes production in the case of a well which has been off production for more than
90 days, the operator shall notifythe authorized officerby letter or sundry notice, Form
3160-5, or orallyto be followed by a letter or sundry notice, of the date on which such
production has begun or resumed."

Ifyou fail to complywith this requirement in the manner and timeallowed, you shall be
liable for a civilpenalty of up to $10,000per violationfor each day such violation
continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal
Oiland Gas RoyaltyManagement Act of 1982 and the implementing regulationsat Title
43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approvals are necessary, you must contact one of the following
individuals:

Ed Forsman (435) 828-7874
Petroleum Engineer

Kirk Fleetwood (435) 828-7875
Petroleum Engineer

BLMFAX Machine (435)
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

Unused fracturing fluids or acids

Gas plant cooling towercleaning wastes

Painting wastes
Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truckrinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

Vacuum truck and drum rinsate from trucksand drums, transportingor containing nonexempt

waste

Refinerywastes
Liquid and solid wastes generated by crude oiland tank bottom reclaimers
Used equipment lubrication oils
Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents
Waste in transportationpipeline-related pits

Caustic or acid cleaners
Boiler cleaning wastes
Boiler refractory bricks
Incinerator ash
Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous
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Well No.: HANGING ROCK FEDERAL 12-15

CONDITIONS OF APPROVAL
For The Surface Use Program Of The

Application For Permit To Drill

.
.

The operator has committed to suspend construction and drilling activities between
November 15 and April 1.5to protect crucial winter range for mule deer.

. A plastic liner and a felt liner are required in the pit.

. The facilities must be painted olive black.

. The seed mix for this location shall be:

Beardless bluebunch wheatgrass Pseudoroegneria spícata sp.inermis 3 Ibs.lacre
Winterfat Ceratoides lanata 3 Ibs.lacre
Needle and Threadgrass Stipa comata 3 lbs.lacre
Indian ricegrass Oryzopsis hymenoides 3 lb.lacre

-All poundage is in pure live seed.

-Reseeding may be required if first seeding is not successful.

. 4 to 6 inches of topsoil should be stripped from the location and windrowed as shown on the
cut sheet. The topsoilshall then be broadcast seeded with the recommended seed mix
immediately after it has been windrowed and the seed walked into the soil with a dozer.

. The topsoil from the reserve pit should be stripped and piled separately near the reserve pit.
When the reserve pit is closed, it shall be recontoured and the topsoil respread, and the

area shall be seeded in the same manner as the location topsoil.

. Once the location is plugged and abandoned, it shall be recontoured to natural contours,
topsoil respread where appropriate, and the entire location seeded with the recommended
seed mix. Seeding should take place by broadcasting the seed and walking it into the soil
with a dozer immediately after the dirt work is



Form3160-5 UAwED STATES POMI^22ADVED
(September2001) OMB No. 1004-0135

DEPARTMENT OF THE INTERIOR Expires January312004
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-57455

ÛÛ$ Do not use this form for proposals to cfrill or to re-enter an 6. If Indian, Allottee orTribe Name
abandoned weß. Use Form 3160-3 (APD) for such proposals.

IfRNŸÊÑÊÑÑË 7 If Unit or CA/Ageement, Name and/or No.

1. Type of Well

O on wen 8 easweli O Other 8. Well Name and No.

2. Name of War Hanging Rock Fed #12-15

McElvain Oil and Gas Properties, Inc. 9. APIWell No.
3a. Address 3b. Phone No. (Include area code) 43-047-35085

1050 17th Street #1800 Denver, CO 80265 303-893-0933 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., Ti,R.,X, or SurveyDeacrgtio OiI Spring s
11 County or Parish, State

971' FSL & 1965' FEL Sec.12 T12S R23E
Uintah, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSJON TYPE OF ACTION

O Acidize Deepen 0 Pmduction (StofResume) Water Shut-Off
Notice of Intent Alter Casing Fracture Treat O Reciamation O Wen Integrhy

Subsequent Report Casing Repair New Construction Recomplete Other SPUD

O Change Plans Plug and Abandon Temporarily Abandon
Final Abandonment Notic Cauvert to Injection Plug Back Water Disposal

13. Describe Poposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereo£
If the poposal is to deepen directionaHy or recomplete horizontany, give subsurface locations and measured and true vertical depths of aHpertinent markers and zones.
Attach the Bond under which the work will be perfomled or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new intemd, a Farm 31604 shall be filed once
testing has been completed. Final Abandonment Notices shaH be RIed only after au requirements, inchiding reclamation, have been completed, and the operator has
determined that the site is mady for final inspection.)

The well was spud on 10/29/2003 by Stubbs & Stubbs Oilfield.

Stubbs & Stubbs drilled 12 1/4" hole to 325'. Ran 318'9 5/8, H-40, 32.3#/ft, ST&C, New csg.
Ran 4 centralizers, Shoe and baffle one jt off bottom.

Rigged up Halliburton to cmt csg. Pumped 160 sks, Type 5 cmt, 2% CaC1, .25#/sk Flocele
Cmt wt. 15.6 ppg, Yield 1.18 cuft/sk

Good returns through out the job. Stopped 5 bb1sshort of displacement and checked to see
if cmt would fall. Cmt held at surface. Pumpd last five bbls and cmt stayed at surface. RECEIVED

JANI 5 2004
DN.OFOIL,GAS&MINING

14. I hemby certify thattheforegoing is trueand correct
Name (Prbried yped)

John D. Steuble Titi Engineering Manager

Signature Date 1/12/2004

Approved by Title Date
Canditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease OtTwhich would entitle the applicant to conduct operations thereon, ice

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitícus or fraudulent statements or representations as to any matter duiin its jurisdiction.

(In.strucuons on



JM.27.2004 8:55m NO.629 P.1/2

STATEOF UTAl·I FORMO
DEPARTMENTOFNATURAI.REBOURCES

DMSIONOFOIL,GASANDMINING

ENTITYACTIONFORM

Operator: McElvain08 & Gas Propertles Operator Account Number N 2100

Address: 1050 17th St. Suite 1800
Denver

¢ate co g 80265 Phone Number. (303) 893-0933 X
WeW1

4304734730 Hanging Rock Fod. #11-9 NESE 11 128 23E Ulntah

A

Comments:

Well 2
i A Nümben WeltÞlth ad . WW:1Ros . 99 abr

4304735088 Hanging RockFed.#7-14 SESW 7 12S 24E Ulntah

^ 99944 /.40/1 10 13/06 9/p¥
Comments:

Wegs
, ARI.tukiber MU NAing .4 gen 'teen.

..¾.
, Shquér

4304735085 HangingRockFed. #12-15 SWSE 12 128 23E UIntah

Comments:

ACTIONcoDEs:
A - Estabilsh newentMyfor newwel (singlewellonly) John Steuble

B - Add new wel to existingentity(groupat unitwell) (Piease Pdn
C - Re-essignwelinomone exlstingentityin another exfetingentity
D - Re-essign wellflom oneexisting engtytoa newendty gnatwo

E - Other (Explainin 'comments' seodon) Engineer 1/20/2004
Tige Date

"°"' RECElVED
JAN2 72004

DIV.OFOIL, GAS a



011

NOTICE

Utah Oil and Gas Conservation General Rule R649-3-21 states that,

> A well is considered completed when thewell has been adequately worked to be capable
of producing oilor gas or when well testingas required by the division is concluded.

> Within 30 days after the completionor plugging of a well, the followingshall be filed:
• Form 8, Well Completion or Recompletion Report and Log) M
• A copy of electric and radioactivity logs, if run
• A copy of drillstem test reports,
• A copy of formation water analyses, porosity, permeability or fluid saturation

determinations
• A copy of core analyses, and lithologic logs or sample descriptions ifcompiled
• A copy of directional, deviation, and/or measurement-while-drilling survey for

each horizontal well

Failure to submit reports in a timelymanner will result in the issuance of a Notice of Violation
by the Division of Oil, Gas and Mining, and may result in the Division pursuing enforcement
action as outlined in Rule R649-10, Administrative Procedures, and Section 40-6-11 of the
Utah Code.

As of the mailing of thisnotice, the division has not received the required reports for

Operator: MCELVAINOIL & GAS PROPERTIES INC Today's Date: 05/10/2004

Well: API Number: DrillingCommenced:
HANGINGROCK FED 7-14 4304735083 10/13/2003
T12S R24E SEC 07

HANGINGROCK FED 12-15 4304735085 10/29/2003
T12S 23E SEC 12

HANGINGROCK FED 11-9 4304734730 10/31/2003
T12S R23E SEC 11

To avoid compliance action, required reports should be mailed within 7 business days to:
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Ifyou have questions or concerns regarding this matter, please call (801) 538-5284.

cc: Well File
Compliance



Form3160-5 LP D STATES FORM APPROVED
(September 2001) OMB No. 1004-0135

DEPARTMb%TOF THE INTERIOR Expim Jamary3L2004
BUREAU OF LAND MANAGEMENT 5 Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-57455
Do not use this form for proposals to dri/I or to re-enter an 6 ff ludian.AllotteeorTribeName
abandoned well Use Form 3160-3 (APD) for such proposals,

SUBMIT IN TRIPLICATE - Other¡nstructionš on reverse side 7. IfUnitorCA/Agreement, Nameand/or No.

L Type of Well

O oilwen B o.s weli O Other 8. Well Name and No.
2. Name of operator Hanging Rock Fed #12-15
McElvain Oil & Gas Properties, Inc. 9. API Well No.
3a. Address 3bs Phone No, decludearea code) 43-047-35085

1050 17th St., Suite 1800, Denver, CO 80265 303-893-0933 10. Field and Pool.or Exploratory Area
4. Locationor Well (Footage, Sec.. E, R.. M.. or surveyDescription) Oil Spring s

1L County or Parish, State
971'FSL&1965'FEL Sec.12T12S R23E

Uintah, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSTON TYPE OF ACTION

O Acidize O ocepen O Production istartinesume) O waterstmi-orr
Notice of1ntent Alter Casing Fracture Treat Reclamadon WeHIntegrity

SubsequentReport Casing Repair New Construction Recomplete Odier Status Update

O Change Plans Plug and Abandon Temporarily Abandon
Final AbandonmentNotice Convertto lujection Plug Back Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof
If the pmposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or pmvide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
fbliowing completíon of the involved operatíons. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only af1er all requirements, incinding reclamation, have been completed, and the operator has
determined that lhe site is ready for final inspectiond

Waiting on rig.
No activity.

RECElvED

JUN0 1 2004
14. I hereby certify that the foregoing is true and correct

GFOlL, GAS&MNNG
Name (Printed/Typed) DU

John D. Steuble Title Engineering Manager

Signature Date 5/27/04

THlS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Officewhich would entide the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212.make it a crime for any person knowingly and willfinly to make to any department or agency of the United
States any false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on



Fonn 3160-5 UN D STATES FORM APPROVED
(September 2001} OMB No. 1004-0135

DEPARTMENT OF THE INTERIOR Expireshnuary31,2004
BUREAU OF LAND MANAGEMENT 5. Lease serialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-57455
Do not use this form for proposals to dr¡II or to re-enter an 6. If indian, Anottee or Tribe Name
abandoned we/L Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on reverse side 7. If Unit or CA/Agreement, Name and/or No.

L Type of Well

O on wen 8 onsweli O other 8. Well Name and No.

2 Name of Operator Hanging Rock Fed #12-15
McElvain Oil & Gas Properties, Inc. . 9. API wenNo.
3a. Address 3b. Phone No. Gncludearea cody 43-047-35085

1050 17th St., Suite 1800, Denver, CO 80265 303-893-0933 10. Field and Pool, or Exploratory Area
A Location of Well (Footage. Sec.. T.,R. M., or5wvey Descrlphon) Oil Springs

1L Coimty or Parish. State
971'FSL&1965'FEL Sec.12T12SR23E

I lintah, I IT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize Ü Deepen Production(Start/Resume) WaterSimt-Off
O Notice of Intent O Auer casing O Fracture Treat O Reciamation O Wen Integrity

O Subsequent Report Casing Repair New Constmetion Recomplete B Other Status Update

O Change Plans Plug and Abandon Temporarily Abandon
O Final Abandonment Notic© Ü Convertto lupction Plug Back Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details. including estimated starting date of any proposed work and approximate duration thereof
If the proposal is to deepen dínctionally or recomplete horizontally. give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Pinal Abandonment Notices shaH be filed only after aH Iequirements, incInding rectanmtion, have been completed, and the operator has
determined that the site is ready for final inspectiond

Waiting on rig.
No activity.

RECEIVED
JUNO3 2004

DIV.OFOIL,GAS&MINING
14. I hereby certify thatthe foregoing is true and correct

Name (Printedr7)ped)

John D. Steuble Title Engineering Manager

signatum Date 6/1/04

THIS SPACE FOR FEDERAL OR STATE OFFICE USE ' '

Approved by Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Officewhich would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make tta crime for any verson knowingly and willfiluy to make to any department or agency of the United
States any false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instrucuons on



- F$rm3160-5 UNITE TATES FORM APPROVED
(September 2001) OMB No. lo4-0135

DEPARTMENT OF THE INTERJOR Ihpines January31,2004
BUREAU OF LAND lVDANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-57455
Do not use this form for proposals to drill or to re-enter an 6. If fadian, Allottee or Tribe Name
abandoned weli Use Form 3160-3 {APD) for such proposals,

t.I IT I R I t 7. If Unit or CA/Agreement, Name and/or No.

L Type of Well

O onwou 8 oaswen O Other 8. Well Name and No.

2. Name ofOperator Hanging Rock Fed #12-15

McElvain Oil & Gas Properties, Inc· 9. APIWe11No.
3a. Address 36. Phone No. gncludearea cady 43-047-35085

1050 17th St., Suite 1800, Denver, CO 80265 303-893-0933 10. Field and Pool, or Exploratory Area
A Location of Well (Footage, Sec.. TL, R.,X, or Survey Descripon) Oil Springs

11. County or Parish, State
971'FSL&1965'FEL Sec.12T12SR23E

Uintah, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Aciaize O ocepen O Production (Start/Resume) Waer Shut-Off
O Notice of Intent Auer Casing Fracture Treat Reclamation Weinntegrky

Subsequent Report Casing Repair New Consmichon O Recomplete Odier

O Change Plans Plug and Abandon Temporarily Abandon
O Final Abandonment Notice O comertto injection O Plug Back Water Disposai

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.
If the pmposal is to deepen directionally or recomplete horízontally, give subsurface locations and mensured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or pmvide the Band No. on file wilh BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be died only after all requirements, including reclamation. have been completed, and the operator has
determined that the site is ready for final inspection.)

Spud well on 10/30/03. Set 330' of 9.625" surface casing & cement on 11/01/03 before moving off hole to suspend
operations during critical wildlife period from November 15 through April lst. Continue drilling operations on 7/18/04
with Excell Rig #14. Drilled out surface casing on 7/19/04 & continued drilling a 7.875" hole to 4202' TD on 7/31/04 .

Log well on 8/01/04. Plug and Abandonment operations were concluded and the rig released on 8/02/04. P&A operations
were witnessed by the BLM's Ms. Donna Kenney. The 4 abandonment plugs were pumped by Halliburton as follows:
Plug #1- 3300' to 3500'. 74 sacks of 15.6 ppg, 1.18 cf/sk cement w/3%CaC1. Pumped through drillpipe in 9.9 ppg mud.
Plug # 1 was tagged with drill pipe after 3 hours WOC. Cement top for bottom plug tagged at 3300'.
Plug #2 - 2485 to 2685'. 80 sacks of 15.6 ppg, 1.18 cf/sk cement w/2% CaC1. Pumped through drillpipe in 9.9 ppg mud.
Plug #3 - 280 to 630'. 110 sacks of 15.6 ppg, 1.18 cf/sk cement w/2% CaCl. Pumped through drillpipe in 9.9 ppg mud.
Plug #4 - 62' to Surface. 44 sacks of neat cement @15.6 ppg & 1.18 cf/sk. Pumped through drillpipe in 9.9 ppg mud.
On 8/18/04, the surface casing was cut off 3' below ground level, cement chiseled away, and a steel plate welded over
stub. This operation was witnessed by Mr. Johnny Bowen of the BLM. The location will be backfilled and reclaimed
whpen the reserve pit is sufficiently dry. Please refer to the attached daily drilling reports and Halliburton cemÑÛÒEiVED

14. I hereby certify that the foregoing is true correct i AUG23 2004Name (Printed,Typed)
f. Re che « Ti* Operations Engineer

DIV.0E0tL,C -

Signatto Date 8/19/04

HIS SPAéEÌOR FED L ÊiÌAT(ÒÚlCE 6SE

Approved by Title Date
Conditions of approval, if any are attached. Approval of dris notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingly and wiHndly to make to any department or agency of the United
States any false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on



Foun 31(>0-5 UNT STATES FOM1 MPROVED
(September 2001) OMB No. 1004-0135

DEPARTMENT OF THE INTERIOR Expires Jamury31,2004

BUREAU OF LAND MANAGEMENT 5 Lease serialNo.

SUNDRY NOTICESAND REPORTS ONWELLS UTU-57455
Do not use this form for proposals to drill or to re-enter an 6. If indian, AllotteeorTribe Name
abandoned welL Use Form 3160-3 (APD)for such proposals.

. 7. If Unit or CA/Agreement. Name and/or No.BMATRÎRIPL E Othe? instructions on reve se side

L lypeofWeß

O onwell 8 auswou O Other 8. Well Name and No.

2. Name ofOperator Hanging Rock Fed #12-15

McElvain Oil & Gas Properties, Inc. 9. API Well No.
3a. Address 36, Phone No. (include area code) 43-047-35085

1050 17th St., Suite 1800, Denver, CO 80265 303-893-0933 10. Fiekl and Pool, or Exploratory Area

A Locationof Well (Faatage, Sec.. E, R, M., or Survey Descrtpuan) Oil Springs
11. County or Parish. State

971'FSL& 1965'FEL Sec.12T12SR23E
Uintah, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize Ü Ðeepen Ü Pmduction (Start/Restune) Ü Weer Shut-OF
Notice of Intent O Auer casing O vs.etureTreat O acciamation O Weu Integrity

Subsequent Report Casing Repair New Construction Recomplete Other

O Change Plans Plug and Abandon O Temporarily Abandon
Final Abandonment Notíc Convert to injection O rius sack O Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.
If the poposal is to deepen directionally or recomplete horízontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Band under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation. have been cornpleted, and the operator has
determined that the site is ready for final inspection.)

Spud well on 10/30/03. Set 330' of 9.625" surface casing & cement on 11/01/03 before moving off hole to suspend
operations during critical wildlife period from November 15 through April 1st. Continue drilling operations on 7/18/04
with Excell Rig #14. Drilled out surface casing on 7/19/04 & continued drilling a 7.875" hole to 4202' TD on 7/31/04 .

Log well on 8/01/04. Plug and Abandonment operations were concluded and the rig released on 8/02/04. P&A operations
were witnessed by the BLM's Ms. Donna Kenney. The 4 abandonment plugs were pumped by Halliburton as follows:
Plug #1- 3300' to 3500'. 74 sacks of 15.6 ppg, 1.18 cf/sk cement w/3%CaC1. Pumped through drillpipe in 9.9 ppg mud.
Plug # 1 was tagged with drill pipe after 3 hours WOC. Cement top for bottom plug tagged at 3300'.
Plug #2 - 2485 to 2685'. 80 sacks of 15.6 ppg, 1.18 cf/sk cement w/2% CaCl. Pumped through drillpipe in 9.9 ppg mud.
Plug #3 - 280 to 630'. 110 sacks of 15.6 ppg, 1.18 cf/sk cement w/2% CaCl. Pumped through drillpipe in 9.9 ppg mud.
Plug #4 - 62' to Surface. 44 sacks of neat cement @15.6ppg & l.18 cf/sk. Pumped throughdrillpipe in 9.9 ppg mud.
On 8/18/04, the surface casing was cut off 3' below ground level, cement chiseled away, and a steel plate welded over
stub. This operation was witnessed by Mr. Johnny Bowen of the BLM. The location will be backfilled and reclaimed
when the reserve pit is sufficiently dry. Please refer to the attached daily drilling reports and Halliburton cementing
report.

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

E. Reed Fischer Tide Operations Engineer

Signature Date 8/19/04

THIS SPACE F6R FE0ERAL OR STAÍËOËFICE40SE
REC b

Approved bY Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or SEPO9 2004
certify that die applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle die applicant to conduct operations thereon.

D%OFOlkGMl MINING
Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingiv and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter wimin its jurisdictioit

(Instructions on



Well Name: HANGING ROCK FEDÈRAL 12-15 Operator: McElvai Oil & Gas Properties
Location: SEISE Of Sec.12, T12S, R23E County: Uintah County, Utah
SPUD DATE: 10/10/03 API No.: 43-047-35084 ggg/g
RIG: Excell Drilling Co. #14 Supervisor: Jim Hoch
Type of work: Drilling Commenced Drilling: 7/19/04

10/10/03 Stubbs and Stubbs working on location. Top soil has been removed.

10/28/03 Dirt work finished on location. Stubbs and Stubbs will drill surface, line
the pit and install cellor ring later this week or next.

10/29/03 Stubbs and Stubbs will start drilling surface in the morning.

10/30/03 Stubbs and Stubbs drilling 12 ¼" hole. Will run 9 5/8" surface and
cement today.

11/02/03 Stubbs and Stubbs drilled 12 ¼" hole to 325'. Ran 318' 9 5/8", H-40,
32.3#lft, ST& C, New csg. Unable to cement on Friday. Moved cement to Saturday.
Halliburton on location to cement surface esg. RU Halliburton to cement csg. Pumped
160 sks, Type 5 cmt, 2% CaCl, .25#lsk Flocele Cmt wt. 15.6 ppg, Yield 1.18 cuft/sk.
Good return throughout the job. Stopped 5 bbls short of displacement and checked to see
if cement would fall. Cement held at surface. Pumped last five bbls and cement stayed
at surface. Stubbs and Stubbs will install cellor ring on Monday 11/3/03. Wood Group
will install csg head on Tue. 11/14/03.

7/18/04 Contacted Ed Forsman with BLM on the 17th. Nipple up B.O.P.s. Drill
Rat hole and Mouse hole: Lost Circulation in rat hole. Then SD to finish rigging up.

Present TD: 300' KB Progress 24 Hours:

7/19/04 Test B.O.P.s. Pick up D.C.s. Tag cement @268'. Drill cement, float
collar and shoe. Drilling 300' to 946'. Circulate & clean hole. Trip to shoe while waiting
to repair survey slickline motor.

Present TD: 946' KB Progress 24 Hours: 646'

7/20/04 Repaired slickline motor. Start trip in hole when main drive line broke at
600'. Wait on Parts from Oklahoma.

Present TD: 946' KB Progress 24 Hours: 0'

7/21/04 Repair Rig. Trip in hole.

Present TD: 946' KB Progress 24 Hours: 0'

I:\Reed\Well Files\HRF 12-15\BLM Final Rpts HRF 12-15.rtf Page 1 of



Well Name: HANGING ROCK FEDÊRAL 12-15 Operator: McElvai Oil & Gas Properties
Location: SEISE Of Sec.12, T12S, R23E County: Uintah County, Utah
SPUD DATE: 10/10/03 API No.: 43-047-¾ gg6
RIG: Excell Drilling Co. #14 Supervisor: Jim Hoch
Type of work: Drilling Commenced Drilling: 7/19/04

7/22/04 TIH. Circulate & survey: 1° at 888'. Drilling 946' to 1474'. Survey:
suspected misrun, ran over: 7° at 1474'. Drilling: 1474' to 1599'. Circulate &
survey: 3° at 1541'. Drilling: 1599' to 1901'

Present TD: 1901' KB Progress 24 Hours: 955'

7/23/04 Circulate & survey: 1 1/2°. Drilling: 1910' to 2401'. Circulate & survey:
1 1/4°. Drilling: 2401' to 2605'. TOOH to install Teledrift. Install, trip in.

Formation tops: Uteland Butte Limestone 2446', Mesaverde 4146'.
Background gas: 80 Units. Connection gas: 172 units.
5% sandstone, 40% shale, 15% silt stone.

Present TD: 2605' KB Progress 24 Hours: 704'

7/24/04 Install Teledrift. TIH. Tight at 2252' to 2605'. Wash and ream to
bottom: 2252' to 2605'. Drilling: 2605' to 2855'. Trip to collars. Pump motor
is down. Repair Rig: Pump Motor does not maintain fuel pressure.

Present TD: 2855' KB Progress 24 Hours: 250'

7/25/04 Repair Rig: Wait on parts for pump motor. Install parts on pump motor.
TIH to 2597'. Wash and ream stringers: 2597' to 2855'. Drilling: 2855' to
2985'. Repair gas detection equipment. Drilling: 2985' to 3065'. While
washing and reaming to bottom, hole unloading large amounts of shale.

Background gas: 35 units. Trip gas at 2855' units. Connection gas 34 units.

Present TD: 3065' KB Progress 24 Hours: 210'

7/26/04 Drilling: 3065' to 3374'. Trip out to repair mud pump. Worked tight hole
2780' to 2219'. Repair mud pump. T1H to 3042': Tagged up and picked up
kelly. Wash and ream stringers to bottom. Drilling: 3374' to 3528'.

Background gas: 70 units. Trip Gas 351 units.
Gas shows: 3300' to 3335', peak 1474 units. Background gas: 160 units.
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Well Name: HANGING ROCK FEDERAL 12-15 Operator: McElvaTKOil & Gas Properties
Location: SEISE Of Sec.12, T12S, R23E County: Uintah County, Utah

SPUD DATE: 10/10/03 API No.: 43-047-3508 Y ggÇ
RIG: Excell Drilling Co. #14 Supervisor: Jim Hoch

Type of work: Drilling Commenced Drilling: 7/19/04

C1 136143 , C2 4361 , C3 5906 , C4 , 913 Other 79 C5

Present TD: 3528' KB Progress 24 Hours: 463'

7/27/04 Drilling: 3528' to 3865'. Repair rig. Work on pump, valve spring.
Drilling: 3865' to 3955'. Repair Rig. Blown head gasket or cracked block in
pump motor. Waiting on another pump.

Background gas 20 units

Present TD: 3955' KB Progress 24 Hours: 427'

7/28/04 Repair Rig: wait on mud pump.

Present TD: 3955' KB Progress 24 Hours: 0'

7/29/04 Repair Rig: wait on mud pump. Pump is in Vernal being loaded on
Flat bed truck to be hauled to rig and installed.

Present TD: 3955' KB Progress 24 Hours: 0'

7/30/04 Repair Rig: Wait on pump, install pump. TIH. Tagged up at 3496'. Wash
and ream: 3496' to 3955'. Shale running hard. Raising viscosity and weight.
Drilling Formation: 3955' to 4162'.

Background gas: 70 units. Trip Gas: 280 units at 3955'.
Projected formation tops: Uteland Butte Limestone 2446', Wasatch 2546',
Mesaverde 4146'. Gas shows: no shows.

Present TD: 4162' KB Progress 24 Hours: 207'
Daily Cost: $17,313 Total Cost: $283,631

7/31/04 Drilling: 4162' to 4178'. Survey: 1° @4148'. Drilling: 4178' to 4202'. Work
on pump. Two swabs out. Wrong seats in pump, had to be pulled. Circulate
and condition mud. Short trip: 30 stands. Hole in good shape. Circulate and
condition mud. TOOH to log. RU Shlumberger. Log well.

Present TD: 4202' KB Progress 24 Hours: 40'

8/1/04 Log well with Schlumberger. Trip in D.C.s. RU to lay down drill pipe and
D.C.s, lay down D.C.s. TIH with drill pipe. Lay down 23 jts drill pipe.
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Well Name: HANGING ROCK FEDERAL 12-15 Operator: McElvai Oil & Gas Properties
Location: SE/SE Of Sec.12, T12S, R23E County: Uintah County, Utah
SPUD DATE: 10/10/03 API No.: 43-047-)jiß84- gy gg
RIG: Excell Drilling Co. #14 Supervisor: Jim Hoch
Type of work: Drilling Commenced Drilling: 7/19/04

Pump bottom plug, set at 3500' to 3300'. Trip out 6 stands of drill pipe. Wait
on cement. Lay down 5 jts drill pipe. TOOH Plugged pipe. Repair Rig. Air
line on drum clutch broke. TOOH Last two joints plugged with cement.
Layed down. TIH with drill pipe. Lay Down Drill Pipe. Set plug at 2685' to
2485'.

Present TD: 4202' KB

8/2/04 Lay down drill pipe. Nipple down BOP. Clean mud pits. Rig released at
15:30, 8/2/2004.
Set 74 sx cmt. At 3500' to 3300'
Wt. ppg. 15.6 / yield c ft/sk 1.18 / gal sk 5.20, 3% calc. chlor.
Set 80 sx cmt. At 2686' to 2485'
wt. ppg. 15.6 / yield c ft/sk 1.18 / gal sk 5.20, 2 % calc. chlor.
Set 110 sx cmt. At 630' to 280 '

wt. ppg. 15.6 / yield c ft/sk 1.18 / gal sk 5.20, 2 % calc. chlor.
Set 44 sx cmt. at 62' to surface.
wt. ppg. 15.6 / yield c ft/sk 1.18 / gal sk 5.20, 2 % calc. chlor.
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McElvain Oil & Gas
Log Tops

Well Name: Hanging Rock 12-15 API: 43-047-35085
Location: SWSE 12-T12S-R23E Uintah County, UT

KB: 6046 '

TD: 4208 '

Formation Drilled Depth Subsea

Castle Peak 2126 ' 3920 '

Uteland Butte 2456 ' 3590 '

Wasatch 2562 ' 3484 '

Mesaverde 4052 ' 1994 '

Tops picked by: JEJ
Date: 9/7/2004

Hanging Rock



MCLEVAIN

HANGING ROCK 12-15

API Well No.:

8\2\04
UINTAH

PTA

Customer Representative:
JIM HOCH

Halliburton Operator:
DAN HUBER
Ticket No.:

3202524



MALLinumTON i...B SUMMARY 22, "i
REG2ON MRAiCDIBERY 80A ISUGE COtBIT

NORTH AMERICA ROCKY MOUNTAIN UTAH UINTAH
MERilDIEMPLg HE.S EMPLOTEENAME F LDEPitRIMENr
121896 DAN HUBER 2DNAL ISOLATION

l.OCKilom COMPANY: C"ÆrCRERREPIPEDME
VERNALUT MCLEVAIN JIM HOCH

SCHETAncent HEULME MUUnix
02 GAS

UNE 40CKHON DEPARIMENr SW BOMB malBER AH THE
BOOK CUFFS ZONAL ISOLATION 10003 PTA

REASEmuiE mi No. SEC I TMP f RMPslANGINGROCK 12-15
S.EMP NAMEIEMPSI(EXPOSUREllo(MS) IRS BRS HRS ists

DAN HUBER121896
MIKE STILL 258213

RUSS PAQUETTE 121665

Rililif&SitRtTMIIUES§ RITERES RITMEEE RITMIEES RITERES
10286391

102055M-1000996

i
. I i i

arm. Name Type:
arm. Thickness From To Called Out On Location Job Slaried Job Comacker Type Set At Date m1W4 M1W4 R1W4 ©2W4
ottom Hole Temp. Pressure
etainer Depth Total Depth Time 1200 1530 1902 1036

Tools anducessiries Well Bala 69
Tye a id Size Qty Make Casing NemlUsed Weight sim Grade From To Max. Allowloat Collar Surface

loat Shoe Intermediale
entrafizers Production
op Plug T ·

imit Clamp DrMPipe USED 4 R2 0 3,500
ASKEl Open Hole 77W e 3,500 Shots/Ft.
Isert Woat Perforations
uide Shoe Perforations
deldA ÒV Ïook

Manse Maler als - HousOn ocalion Opëratiräf! uiñ¾RNim¾4iáriäf34lud Type Density Lh/Gal Dale Hours Dale Hous
lisp. Fluid Density LbfGal SEE JOB LOG
'rop. Type Size Lb
Yop. Type Size Lb
cid Type GaL %
cid Type GaL % '
lutfaciant GaL In
IE Agent GaL In
luid Loss GallLb in
sellingAgent GaifLb in
ric. RecL GallLb in
3reaker GallLb in Talal

.

- IgiaLB
3Iocking Agent GallLb
>eripac sais Otv- lysaulic NM2
3ther AvaiL Used(CL substilule AveLage gales in
3ther

. Overal
3ther glegi sp
3ther Feet Reason SHOE JOINT

cerneritData DWERWW
Stage Sacks Cement BulkfSks Addlives VWRq. Yield LileMai

1 74 Y BULK 3% CACL2 £20 1.18 1E6
2 80 V BULK 2% CACL2 520 1.18 156
3 110 V BULK 2% CACL2 520 1.18 1&B
4 44 Y BULK NEAT 520 †.18 -1E6
5 BULK

Circulating Displacement PreBush Gal - BBI Type
Breakdown Maximum Load & Bkdr Gal - BBI PactBbi-Gal
Lost Retums Excess IRetumGal BBI Calc.Disp BblCmt RtmiBbl 2 Aclual TOC Calc. TOC Actual Diso.Average Frac. Gradient Treatment Gal - BBI Disp Bbl-Gal
Shut Irr Instant 5 Min. 15 Min. Cement Slurrv- Gal - BBI

Total Volume Gal - BBI 308 BELS
Fracg#f Macg32 Hacf0pigF3 Ffacgg4

THE INFORMATIONSTATED HEREIN IS CORRECT
CUSTOMER REPRESENTATIVE ,



CEMENT JOB SUMMARYSHEET

Job Type PTA

Measure
Casing Size Weight Grade d Depth
Surface
Intermediate
Production
Tubing
Drill Pipe 4 1\2 3,500
Open Hole 7 7\8 3,500

CEMENT DATA
Spacer Bbis

Cement 1 V 74 Sacks
Additives 3% CACL2

Weight (Ibigal) 15.60 Yield (cuft/sk) 1.18 Water (gallsk)5.20

Cement 2 V 80 SacksAdditives 2% CAcL2

Weight (lblgal) 15.60 Yield (cuft/sk) 1.18 Water (gallsk)5.20

Cement 3 V
. 110 Sacks

Additives 2% CACL2

Weight (Iblgal) 15.60 Yield (cuft/sis) 1.18 Water (gallsk)5.20

Cement 4 V 44 Sacks
Additives NEAT

Weight (Iblgal) 15.60 Yield (cuft/sk) 1.18 Water (gallsk)5.20

Displacement #REF! (Iblgal)

CEMENTING EQUIPMENT
Provider
Guide Shoe ea. Centralizers ea.
Float Shoe ea. Plug Type ea.
Float CoHar ea. Packer a.
ÐV Tool n. Retainer



TICKET TLCKETDATE

HALLIBURTOl\fdOB LOG 3202624 amos
REGON NRAJCouxHOf BDA IsfATE CCUitfY-NORTH AMERICA LAND ROCKY MOUNTAIN UTAH UINTAH

MBUIDIEMPLS H.E.S EMPLOYEENAME PSLDEPARRIENT
121896 DAN HUBER ZONAL ISOLATION00CA111CN CCMPANif CUSTOMERREPIPHCliEVERNAL,UT MCLEVAIN JlM HOCHRCKOMOUNT WEi.UYPE ma

02 GAS
WER ACCADON DEPAIBMEMr .108 PERWO5E CDUE

BOOK CLIFFS ZONAL ISOLATION 10003 PTA
LEASEIWELLS WeRg. SECI TWPI Reim

1200 CALLED OUT
1230 PRE-TRIP SAFETY MEETING
1530 ARRIVELOCATION
1531 LOCATION ASSESSMENT & SAFETY MEETlNG
1545 SPOT EQUIPMEin RIG UP IRON

1830 SAFTEY MEETlNGWml CO.MAN&RIGCREW

1902 2.6 20 i 69 STARÏFRESH
1912 3 15.8 452 START CEMENT@ 15.8& GAL 74 SKS 3500TO 3300
1918 1 5 -15 START FRESH
1919 4.3 138 START MUD
1929 40.6 224 END

PULL5 STANDS WAIT TO TAG
2230 TAG @2984

DRILL PIPE PLUGED 2 JOINTS
0542 2.8 18 190 sTARTFREsH
0549 2.8 16.8 377 START CEMENT @ 16.6R GAL 80 SKS 2485 TO 2685
0555 3.1 3 41 START FRESH
0556 3.2 30.8 108 START MUD
0606 125 END

LAYDOWN PIPE
0937 2.6 18 80 START FRESH
0944 2.7 23.1 169 START CEMENT @ 15.6R GAL 110 SKS 280 TO 630
0952 3.1 98 START FRESH
0953 3 END

LAY DOWN PIPE
1030 2.1 5 22 START FRESH
1032 2.2 36 START CEMENT @ 15.6 44 SKS 62 FEET TO SURFACE
1035 2 5 40 SEE CEMEMT TO SURFACE
1036 7 END

THANKS DAN &



STATE OF UTAH AMENDED REPORT O FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

0 15 UTU-57455
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
1a. TYPE OF WELL ELLL GAE

L DRY OTHER
7. UNITor CA AGREEMENT NAME

b. TYPE OF WORK: 8. WELL NAMEand NUMBER:
NE

L
HORZ. EP-

TRY
EFSFVR

OTHER Hanging Rock Fed 12-15
2. NAMEOF OPERATOR: 9. API NUMBER:

McElvain Oil & Gas Properties, Inc. 4304735085
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1050 17th St.. Suite 1800 cro Denver STATE CO ze 80265 (303) 893-0933 Oil Springs
4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
AT SURFACE 971' FSL & 1965' FEL, Sec 12, T12S-R23E

SWSE 12 12S 23E 6
AT TOP PRODUCING INTERVALREPORTED BELOW: Same

12. COUNTY 13. STATE
AT TOTALDEPTH: Sanle Uintah UTAH

14 DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL):

7/19/2004 7/31/2004 8/2/2004 ABANDONED READYTO PRODUCE 6034 GL, 6046 KB
18 TOTAL DEPTH: MD 4,202 19. PLUG BACK T.D.: MD 20. IF MULTIPLE COMPLETIONS, HOW MANY7 * 21 DEPTH BRIDGE MD

PLUG SET:
TVD 4.202 TVD TVD

22 TYPE ELECTRIC ANDOTHER MECHANICALLOGS RUN (Submit copy of each) 23.

n/Spontaneous Potential/GA WAS WELL CORED7 NO YES (Submit analysis)

---
-- WAS DST RUN7 NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT.(#/ft ) TOP (MD) BOTTOM (MD) STAGEDCEMHENTER CNEMENF
S

KES VOLSUUMRE
BL) CEMENT TOP ** AMOUNT PULLED

12.25 9.62" H40 32.3 12 330 Type 5 160 34 12 0

25. TUBING RECOR

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATER1AL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL T70 ElVEKA
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER: DrillSummarv

SEPO9 2004
(5/2000) (CONTINUED ON BACK)

DIV.0FOIL,GAS&



31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER- BBL: INTERVALSTATUS:
RATES:

INTERVALB (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVAL C (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS AS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OlL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS S/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contentsthereof Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Name
(Measu

edpDepth}

Castle Peak 2.126

Uteland Butte 2.456

Wasatch 2.562

Mesaverde 4,052

35. ADDITIONALREMARKS (include plugging procedure)

Plug #1 (3500-3300' w/74 sx), 4 hr. Tag; Plug #2 (2686-2485' w/80 sx); Plug #3 (630-280' w/110 sx); Plug #4 (62'-12' wl44 sx)

36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASE PRINT) E. ed F r TITLE OperatÍOns Engineer

SIGNATURE DATE 9/6/2004

This report must be submitted wit n 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
e drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.

** ITEM24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperature survey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940 - - y

Salt Lake City, Utah 84114-5801 RECE IVED

(5/2000) SEPO9 2004

DIV.0FOIL,GAS&



Well Name: HANGING ROCK FMRAL 12-15 Operator: McEltain Oil & Gas Properties
Location: SEISE Of Sec.12, T12S, R23E County: Uintah County, Utah
SPUD DATE: 10/10/03 API No.: 43-047-35084
RIG: Excell Drilling Co. #14 Supervisor: Jim Hoch
Type of work: Drilling Commenced Drilling: 7/19/04

10/10/03 Stubbs and Stubbs working on location. Top soil has been removed.

10/28/03 Dirt work finished on location. Stubbs and Stubbs will drill surface, line
the pit and install cellor ring later this week or next.

10/29/03 Stubbs and Stubbs will start drilling surface in the morning.

10/30/03 Stubbs and Stubbs drilling 12 ¼" hole. Will run 9 5/8" surface and
cement today.

11/02/03 Stubbs and Stubbs drilled 12 ¼" hole to 325'. Ran 318' 9 5/8", H-40,
32.3#/ft, ST& C, New csg. Unable to cement on Friday. Moved cement to Saturday.
Halliburton on location to cement surface csg. RU Halliburton to cement csg. Pumped
160 sks, Type 5 cmt, 2% CaCl, .25#lsk Flocele Cmt wt. 15.6 ppg, Yield 1.18 cuft/sk.
Good return throughout the job. Stopped 5 bbls short of displacement and checked to see
if cement would fall. Cement held at surface. Pumped last five bbls and cement stayed
at surface. Stubbs and Stubbs will install cellor ring on Monday 11/3/03. Wood Group
will install esg head on Tue. 11/14/03.

7/18/04 Contacted Ed Forsman with BLM on the 17th. Nipple up B.O.P.s. Drill
Rat hole and Mouse hole: Lost Circulation in rat hole. Then SD to finish rigging up.

Present TD: 300' KB Progress 24 Hours:

7/19/04 Test B.O.P.s. Pick up D.C.s. Tag cement @268'. Drill cement, float
collar and shoe. Drilling 300' to 946'. Circulate & clean hole. Trip to shoe while waiting
to repair survey slickline motor.

Present TD: 946' KB Progress 24 Hours: 646'

7/20/04 Repaired slickline motor. Start trip in hole when main drive line broke at
600'. Wait on Parts from Oklahoma.

Present TD: 946' KB Progress 24 Hours: 0'

7/21/04 Repair Rig. Trip in hole.

Present TD: 946' KB Progress 24 Hours: 0'
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Well Name: HANGINGROCK FERRAL 12-15 Operator: McEIOxfnOil & Gas Properties
Location: SEISE Of Sec.12, T12S, R23E County: Uintah County, Utah
SPUD DATE: 10/10/03 API No.: 43-047-35084
RIG: Excell Drilling Co. #14 Supervisor: Jim Hoch
Type of work: Drilling Commenced Drilling: 7/19/04

7/22/04 TIH. Circulate & survey: 1° at 888'. Drilling 946' to 1474'. Survey:
suspected misrun, ran over: 7° at 1474'. Drilling: 1474' to 1599'. Circulate &
survey: 3° at 1541'. Drilling: 1599' to 1901'

Present TD: 1901' KB Progress 24 Hours: 955'

7/23/04 Circulate & survey: 1 1/2°. Drilling: 1910' to 2401'. Circulate & survey:
1 1/4°. Drilling: 2401' to 2605'. TOOH to install Teledrift Install, trip in.

Formation tops: Uteland Butte Limestone 2446', Mesaverde 4146'.
Background gas: 80 Units. Connection gas: 172 units.
5% sandstone, 40% shale, 15% silt stone.

Present TD: 2605' KB Progress 24 Hours: 704'

7/24/04 Install Teledrift. TIH. Tight at 2252' to 2605'. Wash and ream to
bottom: 2252' to 2605'. Drilling: 2605' to 2855'. Trip to collars. Pump motor
is down. Repair Rig: Pump Motor does not maintain fuel pressure.

Present TD: 2855' KB Progress 24 Hours: 250'

7/25/04 Repair Rig: Wait on parts for pump motor. Install parts on pump motor.
TIH to 2597'. Wash and ream stringers: 2597' to 2855'. Drilling: 2855' to
2985'. Repair gas detection equipment. Drilling: 2985' to 3065'. While
washing and reaming to bottom, hole unloading large amounts of shale.

Background gas: 35 units. Trip gas at 2855' units. Connection gas 34 units.

Present TD: 3065' KB Progress 24 Hours: 210'

7/26/04 Drilling: 3065' to 3374'. Trip out to repair mud pump. Worked tight hole
2780' to 2219'. Repair mud pump. TIH to 3042': Tagged up and picked up
kelly. Wash and ream stringers to bottom. Drilling: 3374' to 3528'.

Background gas: 70 units. Trip Gas 351 units.
Gas shows: 3300' to 3335', peak 1474 units. Background gas: 160 units.
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Well Name: HANGING ROCK FbuERAL 12-15 Operator: McEIVdn Oil & Gas Properties
Location: SEISE Of Sec.12, T12S, R23E County: Uintah County, Utah
SPUD DATE: 10/10/03 API No.: 43-047-35084
RIG: Excell Drilling Co. #14 Supervisor: Jim Hoch
Type of work: Drilling Commenced Drilling: 7/19/04

Cl 136143 , C2 4361 , C3 5906 , C4 , 913 Other 79 C5

Present TD: 3528' KB Progress 24 Hours: 463'

7/27/04 Drilling: 3528' to 3865'. Repair rig. Work on pump, valve spring.
Drilling: 3865' to 3955'. Repair Rig. Blown head gasket or cracked block in
pump motor. Waiting on another pump.

Background gas 20 units

Present TD: 3955' KB Progress 24 Hours: 427'

7/28/04 Repair Rig: wait on mud pump.

Present TD: 3955' KB Progress 24 Hours: 0'

7/29/04 Repair Rig: wait on mud pump. Pump is in Vernal being loaded on
Flat bed truck to be hauled to rig and installed.

Present TD: 3955' KB Progress 24 Hours: 0'

7/30/04 Repair Rig: Wait on pump, install pump. TIH. Tagged up at 3496'. Wash
and ream: 3496' to 3955'. Shale running hard. Raising viscosity and weight.
Drilling Formation: 3955' to 4162'.

Background gas: 70 units. Trip Gas: 280 units at 3955'.
Projected formation tops: Uteland Butte Limestone 2446', Wasatch 2546',
Mesaverde 4146'. Gas shows: no shows.

Present TD: 4162' KB Progress 24 Hours: 207'
Daily Cost: $17,313 Total Cost: $283,631

7/31/04 Drilling: 4162' to 4178'. Survey: 1° @4148'. Drilling: 4178' to 4202'. Work
on pump. Two swabs out. Wrong seats in pump, had to be pulled. Circulate
and condition mud. Short trip: 30 stands. Hole in good shape. Circulate and
condition mud. TOOH to log. RU Shlumberger. Log well.

Present TD: 4202' KB Progress 24 Hours: 40'

8/1/04 Log well with Schlumberger. Trip in D.C.s. RU to lay down drill pipe and
D.C.s, lay down D.C.s. TIH with drill pipe. Lay down 23 jts drill pipe.
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Well Name: HANGING ROCK FBERAL 12-15 Operator: McElWinOil & Gas Properties
Location: SEISE Of Sec.12, T12S, R23E County: Uintah County, Utah
SPUD DATE: 10/10/03 API No.: 43-047-35084
RIG: Excell Drilling Co. #14 Supervisor: Jim Hoch
Type of work: Drilling Commenced Drilling: 7/19/04

Pump bottom plug, set at 3500' to 3300'. Trip out 6 stands of drill pipe. Wait
on cement. Lay down 5 jts drill pipe. TOOH Plugged pipe. Repair Rig. Air
line on drum clutch broke. TOOH Last two joints plugged with cement.
Layed down. TIH with drill pipe. Lay Down Drill Pipe. Set plug at 2685' to
2485'.

Present TD: 4202' KB

8/2/04 Lay down drill pipe. Nipple down BOP. Clean mud pits. Rig released at
15:30, 8/2/2004.
Set 74 sx cmt. At 3500' to 3300'
Wt. ppg. 15.6 / yield c ft/sk 1.18 / gal sk 5.20, 3% calc. chlor.
Set 80 sx cmt. At 2686' to 2485'
wt. ppg. 15.6 / yield c ft/sk 1.18 / gal sk 5.20, 2 % calc. chlor.
Set 110 sx cmt. At 630' to 280 '

wt. ppg. 15.6 / yield c ft/sk 1.18 / gal sk 5.20, 2 % calc. chlor.
Set 44 sx cmt. at 62' to surface.
wt. ppg. 15.6 / yield c ft/sk 1.18 / gal sk 5.20, 2 % calc. chlor.
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MCLEVAIN

HANGINGROCK 12-15

API Well No.:

8\2\04
UINTAH

PTA

Customer Representative:
JIM HOCH

Halliburton Operator:
DAN HUBER
Ticket No.:

3202524



HALLimurtTo JOB SUMMARY SALLBER T E

REGKNi MMAICDEERRY BEmiBTATE COtMIT

NORTH AMERICA ROCKY MOUNTAIN UfAH UINTAH
MBUS I EliFL B KILS E-FLOTEE MMIE PEL EIEPARI-ENF

121896 DAN HUBER 2DNAL ISOLAT10N
LOCAIKm COMPANf CREFOMER REP t FtKME

VERNAL,UT MCLEVAIN JEI HOCH
WEFÆRŒMr HTTPE MMMMS

02 GAS
WE LOCAHOM DEPAinMENT SAP BDNB RMIBER B WPE

BOOK CUFFS ZONAL ISOLATION10003 PTA
LEnsEIMME IMERNo SEEl 1-Pt Him

HANGINGROCK 12-15

REAURTSBigRITMBEIS RWTMBES RITERES RITMKES RtTUKEŠ

10286391
10205574-10001796

Form.Name Type
Form. Thickness From Ìo Caled Out On Location Job Slarted Job
Packer Type Set At Dale R1W4 R1W4 R1W4
Boliom Hole Temp. Presswe
Retainer Depth Total Depth Time 1200 1530 1902 1036

Tools and Accessories Wei Daia
T and Size Make NemfUsed W sine From To MHK. ANOW

Float Colar Saface
Float Shoe intermeciale

ers Producion
T T
Lirnit Dr- usED 41R 0 3,500

Open Hole 77W 0 SholsfFL
Perforations

Guide Shoe PerforaUons
wein-A bV lool

Maintinis
Mudlype Densly LbfGal
Disp. Fluid DensKy LhfGal SEE JOB LOG
Prop. Type Size Lb
Prop. Type Size Lb
Acid Type GaL %
Acid Type GaL %
Surfaciant GaL In
NE Agent GaL In
Fluid Loes GalfLb in
Geing Agent GalfLb In
Fric. RecL GallLb In
Breaker GallLh in Total Total
BlockingAgent GalfLh
Peripac Bais Qiy Hydraulic Horsepower
Other Ordered Aval. Used
KCLsubsblule Avetane Rales itsBPM
Olher Treaikiq Disp. Queral
Olher Cement Leit nPipe
Olher Feet Reason SHOE JOWT

cementosia
Slage Sacks Cement BadkiSics Addises WÆq. Meid Ummai

1 74 V BULK 3% CACL2 &20 1.18 1&S
2 80 V BULX 2% CACÉ2 &28 1.18 156
3 110 V BULK 2% CACL2 E20 1.18 148
4 44 Y BULK MEAT &20 1.18 156
5 BULK

Summary
Circadarma Displacement Preikssh Gal - BBI Type
Breakdown Maximum Load & Bktil: Gal - BBI Pact Bbl -Gal
Lost Relums Excess IRekunGal BBI Calc.Disp BblcmtRirnsabi 2 Aclual TOC Calc. TOC: Aclual Disp.
Average Frac. Gradient Trealment Gal - BBI Disp Bbi-Gal
Shut irr Instant 5 Min. 15 Min. Cement SIurneGal - BBI

Tolai Volume Gal - BBI 308 BELS
nac sang er ¡nac amg mz ¡nae sang•J Frae mega4

THE INFORMA110NSTATED HEREIN IS CORRECT
CUSTOMER



CEMENT JOB SUMMARY SHEET

Job Type PTA

Measure
Casing Size Weight Grade d Depth
Surface
Intermediate
Production
Tubing
Dri/IPipe 4 1\2 3,500
Open Hole 7 7\8 3,500

CEMENT DATA
Spacer Bbis

Cement 1 V 74 Sacks
Additives 3% CACL2

Weight (Iblgal) 15.60 Yield (cuft/sk) 1.18 Water (gallsk)5.20

Cement 2 V 80 Sacks
Additives 2% CACL2

Weight (IbIgal) 15.60 Yield (cuft/sk) 1.18 Water (gallsk)5.20

Cement 3 V 110 Sacks
Additives 2% CACL2

Weight (Iblgal) 15.60 Yield (cuft/sk) 1.18 Water (gallsk)5.20

Cement 4 V 44 Sacks
Additives NEAT

Weight (Iblgal) 15.60 Yield (cuft/sk) 1.18 Water (gallsk)5.20

Displacement #REF! (Iblgal)

CEMENTING EQUIPMENT

Provider
Guide Shoe ea. Centralizers ea.

Float Shoe ea. Plug Type ...

Float Collar ea. Packer a.
OV Tool n. Retainer



•
'

TICK TICKET DATEHALLIBUI=lTQrti JOB LOG a2o2ef4 emo4
REGION NWAICOUNTRY 804 ISTATE COUNTY

NORTH AMERICA LAND ROCKY MOUNTAIN UTAH UINTAH
MBUIDIEMPLB HÆ.S EMPLOVEENAME PSLDEPARTMENT
121896 DAN HUBER ZONAL ISOLATION

IDCKHON COMPANY CUSIOMERREPIPHONE
VERNAL,UT MCLEVAIN JIM HOCH

hexErAMOUNT WhiTYPE Ahahlig

02 GAS
manacaram DEPARMENT B PURPOSE CODE Descripion

BCOK CLIFFS ZONAL ISOLATION 10003 PTA
umsE ikkLB g ilËCI lWNI ANG

HANGING d)CK 12-1 i
Chart Tane Rale va lume Pr. ps Pres! .(PSI) Job Description I Remarks
No. TC Tbg

1200 CAuED our
1230 PRE-TRIP SAFETYMEETlNG
1530 ARRivE LOCATION
1531 LOCATION ASSESSMENT & SAFETY MEETING
1545 SPOT EOUIPMENT RIG UP IRON

1830 SAFTEY MEETINGWifH CO.MAN&RIGCREW

1902 2.6 20 169 STARYFRESH
1912 3 15.8 452 START CEMENT@ 15.804 GAL 74 SKS 3500TO 3300
1918 1 5 -15 START FRESH
1919 4.3 138 STARTMUD
1929 40.6 224 END

PUIJ..5STANDSWAFTTOTAG
2230 TAGg 2984

DRILLPIPE PLUGED 2 JOINTS
0542 2.8 18 190 START FRESH
0549 2.8 16.8 377 START CEMENT @ 15.¾ GAL 80 SKS 2485 TO 2685
0555 3.1 3 41 START FRESH
0556 3.2 30.8 108 START MUD
0606 125 END

LAY DOWN PIPE
0937 2.6 18 80 STARTFRESH
0944 2.7 23.1 169 STARTCEÉiENT@ 15. GAL 110 SKS 280 TO 630
0952 3.1 98 SfART FRESH
0953 3 END

LAY DOWN PIPE
1030 2.1 5 22 START FRESH
1032 2.2 36 START CEMENT@ 15.6 44 SKS 62 FEET TO SURFACE
1035 2 5 40 SEE CEMENT TO SURFACE
1036 7 END

THANKSDAN &
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